Stainless-steel sluice gate
with circular opening for mounting to walls with anchor bolts
Shut-off and control valve for water and waste water up to 50°C 
DN 150 - 3000, PN 6 m WC - 10 m WC
For mounting to walls with anchor bolts, drop tight to DIN EN 12266, Part 1, 

leak rate C in installed state; including manufacturer’s inspection certificate to DIN EN 10204, 2.1, with specification of the leak rate; 
Pressure ratings – sealing at on-seating or off-seating pressure:
- DN 150 to DN 300: 

10 m WC
- DN 400 to DN 800:

8 m WC
- DN 900 to DN 1200:

7 m WC
- Greater than DN 1200:
6 m WC
Compact valve, self-contained frame structure, pre-assembled and ready for operation; 
With non-rising stem and integrated stem bearing;
Self-adjusting flexible sealing ring made of waste-water and UV resistant EPDM as sealing system between the gate and the wall;
Floating mounting to compensate unevenness of the wall;
Separate sealing and retaining system for easy replacement of the flexible ring seal without dismantling the valve;
Cross yoke fixed with screws, parts subject to wear and tear and gate can be replaced without dismantling the valve;
Welded frame structure made of stainless steel grade 1.4301 – pickling bath treated and passivated; 
Gate equipped with reinforcing ribs and stem protection made of stainless steel grade 1.4301;
Vibration-free guiding of the gate over the entire travel; can be used in intermediate positions;
Self-cleaning stem with rolled trapezoidal thread made of stainless steel grade 1.4301;
Stem nut made of sea-water and waste-water resistant bronze with cleaning groove; 

Key collars made of stainless steel grade 1.4571 with integrated sliding aid;
Outer diameter of the opening:
____________ mm

Pipe material / Wall thickness:
_______/_____ mm

On-seating operating pressure: 
____________ m WC
Off-seating operating pressure: 
____________ m WC
Installation depth:

____________ mm 



(measured from the valve bottom to the operating gallery) 

VAG EROX® Sluice Gate or equivalent
Manufacturer:
VAG-Armaturen GmbH



Carl-Reuther-Str. 1




68305 Mannheim



Deutschland



www.vag-group.com
Varieties:

- higher pressure rating upon request
- special materials upon request 
- stem thread located outside the medium
- with remote control system
- with segment piece for pit installation
Quantity ........   €/Piece .........   €/Item .........


















